
Addendum No. 1  
Project Title: ADA Handicap Ramp Replacement Project 

Contract Number: IWQ 25-01 
Date: August 19, 2025 

This Addendum clarifies specifications and responds to contractor inquiries related to the above-
referenced project. The following shall be incorporated into and made part of the Contract 
Documents. All other provisions of the contract remain unchanged. 

 

1. Use of Bagged Concrete 

Bagged concrete is not permitted for general use on this project. All concrete pours must be 
completed using ready-mix concrete delivered by a concrete truck. Exceptions may be 
considered on a case-by-case basis with prior written approval from the City. 

2. Demolition and Work Sequencing 

Contractors may only demolish the amount of sidewalk or ramp that can be fully completed—
including pouring and finishing—within 72 hours. No partial or unfinished areas shall be left 
beyond this timeframe, regardless of weather conditions or unforeseen circumstances. If the 
weather impacts the work, the contractor must properly close, protect, and cover any demolished 
areas. The City shall not incur any additional charges related to such protective measures. Strict 
adherence to this requirement is mandatory to ensure public safety and maintain project integrity. 

3. Concrete Strength 

Concrete for all applicable pours shall be GDOT Class A. 

4. ADA Pad Specifications 

ADA detectable warning pads shall be sized according to the width of the sidewalk, as follows: 

• Surface-Mount Pads: 
o For 4’ wide sidewalks: 2’ x 4’  
o For 5’ wide sidewalks: 2’ x 5’  

• Wet-Set Pads: 
o For 4’ wide sidewalks: 2’ x 4’  
o For 5’ wide sidewalks: 2’ x 5’  

The final pad type (surface-mount vs. wet-set) is to be determined based on what the spreadsheet 
indicates (Category #1 full replacement would be wet-set; Category #2 would be surface-mount.) 



5. Reinforcement 

Rebar and wire mesh reinforcement are not required for this project. 

6. Curb and Gutter Dimensions 

Curb and gutter sections shall be replaced in kind, matching the existing dimensions, profile, 
and appearance. 

7. Use of Police Officers 

Police officers would only be used if the Traffic Control application is dictated by GDOT 150 
Specification, or MUTCD guidance.  Traffic Control cost are incidental to the cost of other 
items. 

 
 

End of Addendum 


	1. Use of Bagged Concrete
	Bagged concrete is not permitted for general use on this project. All concrete pours must be completed using ready-mix concrete delivered by a concrete truck. Exceptions may be considered on a case-by-case basis with prior written approval from the City.
	2. Demolition and Work Sequencing
	Contractors may only demolish the amount of sidewalk or ramp that can be fully completed—including pouring and finishing—within 72 hours. No partial or unfinished areas shall be left beyond this timeframe, regardless of weather conditions or unforesee...
	3. Concrete Strength
	4. ADA Pad Specifications
	5. Reinforcement
	6. Curb and Gutter Dimensions

