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GENERAL NOTES

1. QUANTITIES WILL BE MEASURED AS FOLLOWS FOR CITY PROJECTS:

(A) CONCRETE CURB & GUTTER ALONG ROADWAY———

LIN. FT. OF CURB & GUTTER WILL BE MEASURED FOR PAYMENT
CONTINUOUS THRU THE DRIVE ENTRANCES. PAYMENT FOR CURB AND
GUTTER WILL INCLUDE DAPPING DOWN THE TOP PORTION OF THE CURB.
(B) SQ. YDS. OF CONCRETE VALLEY GUTTER WILL BE MEASURED FOR
PAYMENT FROM THE BACK OF CURB LINE TO BACK OF SIDEWALK.
"PAVED TRANSITION AREA” AND "MAILBOX ACCESS EXTENSION” SHALL
BE INCLUDED IN PAY ITEM QUANTITY FOR CONCRETE VALLEY GUTTER.
CONCRETE VALLEY GUTTER SHALL BE 6” OR 8” THICK CONCRETE.

(C) HEADER (OR INTEGRAL) CURB ALONG ROADWAY———

LIN. FT. OF CURB WILL BE MEASURED FOR PAYMENT TO THE BEGINNING
OF DRIVE WAY. SQ. YDS. OF CONCRETE VALLEY GUTTER WILL BE
MEASURED FOR PAYMENT TO THE EDGE OF THE ROADWAY PAVING.

2. N.E.P. IS DEFINED AS THE POINT WHERE THE ROADWAY PAVING
MEETS THE CURB & GUTTER, OR HEADER CURB, OR FACE OR
INTEGRAL CURB.

3. DRIVES RECONSTRUCTED SHALL BE REPLACED IN KIND, I.E. ASPHALT
FOR ASPHALT, CONCRETE FOR CONCRETE AGGREGATE SURFACE
COARSE FOR EARTH.

4. SEE STANDARD 9032-B FOR DETAILS OF CONCRETE CURB AND
GUTTER, HEADER CURBS AND DOWELED INTEGRAL CURBS.

5. THE SLOPE OF THE "TRANSITION AREA" OF THE CONCRETE VALLEY
GUTTER SHALL NOT BE STEEPER THAN 8.33% (12:1) WHERE SIDEWALKS
ARE LOCATED.

6. MAXIMUM DRIVEWAY GRADES SHOWN BELOW ARE INTENDED FOR
RESIDENTIAL DRIVEWAY WHERE FLATTER GRADES ARE NOT FEASIBLE.
GRADES FOR COMMERCIAL DRIVEWAYS OR FOR TRUCKS SHALL NOT BE
GREATER THAN 11% UNLESS OTHERWISE SPECIFIED.

NOTES:
1. SAWCUT CONTROL JOINTS ARE REQUIRED ON POURS GREATER THAN 10' X 10".

2. CONTRACTOR TO LAY OUT DRIVEWAY AND OBTAIN APPROVAL FROM CITY OF DUNWOODY

PUBLIC WORKS PRIOR TO POURING CONCRETE.

IS THE BACK OF THE SIDEWALK SURFACE OR THE SHOULDER

SURFACE GRADE 100" BACK OF CURB, SLOPE OF THE

CONCRETE VALLEY GUTTER WILL BE SUCH THAT THE BACK

OF THE DRIVEWAY TAPER WILL BE THE SAME ELEVATION.
@ IS BEGINNING OF DRIVEWAY TIE—IN.
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